
Thermal. EMI/RFI & Abrasion Protection Materials
Fax Orders: 610-340-9054      Telephone Orders: 610-906-3549      orders@abthermal.com

Page 3-30                                           Thermal Protection Solutions from A-B Thermal Technologies   -   Product Catalog & Price List # 25  /  Jan 2023

Knitted Fiberglass Rope with Graphite Coating / Impregnation: 
Round Soft Rope
1200°F / 648°C: Very High Temperature 

 Graphite Coating / Impregnation

Graphite adds lubrication to result in a very slippery 
rope but does not add electrical conductivity.

Resists molten splash and splatter very well as it 
cannot stick to the graphite.

Service temperatures up to 1200°F / 648°C.

Used as a compression packing for pump and valve 
shafts.

Graphite coating / impregnation process results in an 
approximate 1/4 depth penetration into the fiberglass.

Very High Temperature Knitted Fiberglass Round Rope 
with Graphite Coating / Impregnation: Soft Rope

Part Number
OD Size

inch / mm
Feet per Spool

R-FG GR-KS-01 0.062  /  1.6 2,500

R-FG GR-KS-02 0.125  /   3 1,500

R-FG GR-KS-03 0.187  /   5 2,100

R-FG GR-KS-04 0.250  /   6 1,300

R-FG GR-KS-06 0.375  /  10 750

R-FG GR-KS-08 0.500  /  13 500

R-FG GR-KS-10 0.625  /  16 300

R-FG GR-KS-12 0.750  /  19 200

R-FG GR-KS-14 0.875  /  22 150

R-FG GR-KS-16 1.000  /  25 125

R-FG-GR-KS-20 * 1.250  /  32 85

R-FG-GR-KS-24 * 1.500  /  38 55

*  These items are sold in full length spools only.

This Product is Available By The Foot
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Knitted Fiberglass Rope with Graphite Impregnation: Round Dense Rope
1200°F / 648°C: Very High Temperature 

 Graphite Coating / Impregnation

Graphite adds lubrication to result in a very slippery 
rope but not electrical conductivity.

Resists molten splash and splatter very well as it 
cannot stick to the graphite.

Service temperatures up to 1200°F / 648°C.

Used as a compression packing for pump and valve 
shafts.

Graphite coating / impregnation process results in an 
approximate 1/4 depth penetration into the fiberglass.

Very High Temperature Knitted Fiberglass Round Rope 
with Graphite Coating / Impregnation: Dense Rope

Part Number
OD Size

inch / mm
Feet per Spool

R-FG-GR-KD-02 0.125  /   3 1,500

R-FG-GR-KD-03 0.187  /   5 1,750

R-FG-GR-KD-04 0.250  /   6 1,100

R-FG-GR-KD-06 0.375  /  10 600

R-FG-GR-KD-08 0.500  /  13 400

R-FG-GR-KD-10 0.625  /  16 260

R-FG-GR-KD-12 0.750  /  19 160

R-FG-GR-KD-14 0.875  /  22 120

R-FG-GR-KD-16 1.000  /  25 100

R-FG-GR-KD-20 * 1.250  /  32 70

R-FG-GR-KD-24 * 1.500  /  38 55

R-FG-GR-KD-32 * 2.000  /  51 50

R-FG-GR-KD-40 * 2.500  /  64 100

R-FG-GR-KD-48 * 3.000  /  76 100

R-FG-GR-KD-64 * 4.000  /  102 100

*  These items are sold in full length spools only.

This Product is Available By The Foot
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Square Braided Fiberglass Square Braid Rope with Graphite Coating / 
Impregnation
1200°F / 648°C: Very High Temperature 

 Graphite Coating / Impregnation

 Graphite adds lubrication to result in a very slippery 
rope but not electrical conductivity.

 Resists molten splash and splatter very well as it 
cannot stick to the graphite.

 Service temperatures up to 1200°F / 648°C.

 Used as a compression packing for pump and valve 
shafts.

 Graphite coating / impregnation process results in 
an approximate 1/4 depth penetration into the 
fiberglass.

Very High Temperature Square Braided Fiberglass
Rope with Graphite Coating / Impregnation

Part Number
OD Size

inch / mm
Feet per

Spool
Feet per
Pound

R-FG-GR-SQ-04 0.250  /   6 375 15

R-FG-GR-SQ-05 0.312  /   8 315 12.6

R-FG-GR-SQ-06 0.375  /  10 285 11.4

R-FG-GR-SQ-07 0.437  /  11 212 8.5

R-FG-GR-SQ-08 0.500  /  13 162 6.5

R-FG-GR-SQ-09 0.562  /  14 127 5.1

R-FG-GR-SQ-10 0.625  /  16 105 4.2

R-FG-GR-SQ-12 0.750  /  19 75 3

R-FG-GR-SQ-14 0.875  /  22 55 2.2

R-FG-GR-SQ-16 1.000  /  25 45 1.8

R-FG-GR-SQ-20* 1.250  /  32 26 1.05

R-FG-GR-SQ-24* 1.500  /  38 18 .75

R-FG-GR-SQ-32* 2.000  /  51 11 .45

THIS PRODUCT IS SOLD IN ONE POUND INCREMENTS


