
Thermal, EMI/RFI & Abrasion Protection Materials
Fax Orders: 610-340-9054      Telephone Orders: 610-906-3549      orders@abthermal.com

Thermal Protection Solutions from A-B Technology Group    -    Product Catalog # 25  / Jan 2023 Page 1-97

Spark Plug & Ignition Wire Boot Protection Sleeve
1200°F / 648°C:  FlameShield™ High Temperature & Heat Resistant Sleeve

 Soft and pliable.  Asbestos free.

 Easy to install - just slide over boot or plug.

 Requires no clearance to the header - direct contact will 
not deteriorate the sleeve.

 Wall thickness of .085".  Diameter of .75" / 19mm

 Fits straight and angled boots.

 Available in 3 lengths: 4 1/2" (short), 7 1/2" (medium) 
and 12" (long).

 4 Colors: White, Red, Blue, Black

 Short sleeves are available from stock in natural (White).  
Colors by special order

 Medium sleeves from stock are available in all colors.

 Long sleeves are avilable by special order.

1200°F / 648°C continuous rating, high insulation value

FlameShield™ High Temperature & Heat Resistant
Sleeves for Ignition Boot and Spark Plug Protection

Part Number Length

S-FG-SPB-S-M019-12-X 4 1/2" / 115mm

S-FG-SPB-M-M019-12-X 7 1/2" / 190mm

S-FG-SPB-L-M019-12-X 12" / 305mm

For the “X” value use BK - Black, BU - Blue, RD - Red and NT for Natural (White)


