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RockGlass™ Rock Fiber Basalt Woven Header Wrap & Thermal 
Insulating Tape 
 
1350°F / 732°C:   Very High Temperature & Heat Resistant 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

RockGlass™ is a tape manufactured from basalt rock fiber that remains soft and workable 
at temperatures where fiberglass tapes become brittle. 
 
Withstands temperatures up to 1350°F / 732°C constant exposure without becoming brittle. 

Available with an acrylic Pressure Sensitive Adhesive (PSA) designed to aid in placement 
of the tape in gasket applications.  The PSA will smoke off at temperatures above 425°F / 
218°C. 
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RockGlass™ Rock Fiber Basalt Woven Header Wrap & Thermal 
Insulating Tape (continued) 
 
  
 
 
 
 
 
 
 

1350°F / 732°C continuous rating, high insulation value & excellent personnel protection 
 

Very High Temperature & Heat Resistant 
RockGlass™ Tape 

.045" Thick – 15, 25 and 50 foot roll lengths 

Part Number 
Width 

in / mm 

T-RockGlass-1.0-M025-X-Z 1.0 25 

T-RockGlass-2.0-M051-X-Z 2.0 51 

 

 Roll lengths of 15, 25 and 50 feet 

 For the “X” value, specify “15” for 15 foot roll, "25" for 25 foot roll, or “50” for 50 foot roll. 

 For the “Z” value in part number:  use “-P” for Plain style tape or “-PSA” for tape with PSA. 

 Normally Stock item – Minimum order is 1 roll or $50.00 

 
 

Very High Temperature & Heat Resistant 
RockGlass™ Tape 

0.125 & 0.062" Thick – 100 foot roll length 

Part Number 
Width 

in / mm 

T-RockGlass-1.0-M025-X-Z 1.0 25 

T-RockGlass-2.0-M051-X-Z 2.0 51 

T-RockGlass-3.0-M076-X-Z 3.0 76 

T-RockGlass-4.0-M102-X 4.0 102 

T-RockGlass-5.0-M102-X 5.0 127 

 

 For the “X” value, specify “A” for 0.062” thickness and “B” for 0.125” thickness 

 This product is a custom run with delivery running 6 weeks 

 Minimum order is 20 rolls per line item 

 
 

  


